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General Product Information:

Vacu-Fresh® Odor Control Pump Filters are designed as a vacuum pump odor control application that uses a
liquid odor control to deodorize the fumes exhausted from the trucks vacuum pump during pump operation.

When the pump’s exhaust travels through the Vacu-Fresh® Pump Filter it causes the odor controlled scent oil to
attach itself through multiple internal scent oil wicking balls, thus capturing the tainted exhaust molecules. This
process neutralizes the odor and releases a clean fragrant smell from the filter’s exhaust.

Vacu-Fresh® Odor Control Pump Filter is designed for odor control and is not used for noise control or pump oil
collection purposes.

Installation:

Vacu-Fresh® Odor Control Pump Filter must be mounted as the last item on the exhaust of your pump system.
Refer to illustration 1.

The pump filter can be universally mounted just about anywhere on the pump truck as long as the pump filter has
an easy access to the filler cap and drain plug and does not interfere with any of the pump trucks moving parts or
the truck exhaust system.

For most pump truck applications the best option for the Vacu-Fresh® Odor Control Pump Filter installation is
directly behind the passenger side entry step support underneath the truck body. Refer to illustration 2.

This will allow easy access to the filler and drain caps and will also prevent the pump filter from obstructing other
areas of the pump truck. The pump filter must be mounted so the filler spout is vertical. Mounting tabs are
installed for easy installation.

Maintenance:

The Vacu-Fresh® Vacuum Pump Exhaust Deodorizing System is virtually a maintenance free application to your
truck’s vacuum pump exhaust system and requires little to no maintenance for general operation. However, it is
recommended that once per year, you completely drain the entire contents of the deodorizer liquid from the tank
through the %" drain port provided.

It is also recommended to wash out the Vacu-Fresh® Deodorizer Tank using a non-corrosive, aluminum safe
cleaner and water in order to clean out any residual sludge or buildup that may accumulate in the tanks interior
over time. Once the tank is clean and free of any debris it can be refilled or recharged with new Vacu-Fresh®
Pump Exhaust Deodorizer Liquid. These cleaning and recharging products can be purchased through Walex
Products Co., Inc.

Call WALEX® at 1 800/338-3155 for additional information or questions.

INDUSTRIAL CLEANING & ODOR CONTROL SPECIALIST @'

For more information about our professional products please
Visit our website: www.walex.com, send us an email at Walex Products Company, Inc.
info@walex.com, or call 800-338-3155 * 910-371-2242.
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Operating Instructions:

Once the Vacu-Fresh® Deodorizer Tank has been properly installed on the pumper truck and plumbed into the
vacuum pump exhaust system behind the oil separator, (as shown in the included diagram), the Vacu-Fresh®
Deodorizer Tank is now ready for use.

With the provided %4” drain plug installed and secured into the Vacu-Fresh® Deodorizer Tank, it is now ready for
what is referred to as the “initial charge”. This is the amount of Vacu-Fresh® Deodorizer Liquid that is used in
your Vacu-Fresh® Deodorizer Tank.

Depending on the size of the Vacu-Fresh® Deodorizer Tank, please refer to the list below to determine the correct
amount of Vacu-Fresh® Deodorizer Liquid to use for the first initial charge.

Vacu-Fresh® Deodorizing 2 Gallon Tank (small)
Size: 19"L x 6"W x 6”H
Use: % - 1 gallon for initial charge

Vacu-Fresh® Deodorizing 6 Gallon Tank (medium)
Size: 20”L x 8"W x 10”H
Use: 1 -2 gallons for initial charge

Vacu-Fresh® Deodorizing 14 Gallon Tank (large)
Size: 24°L x 12"W x 12"H
Use: 2 - 2% gallons for initial charge

Once the initial charge of deodorizer liquid has been installed, refilling or recharging the Vacu-Fresh® Deodorizer
Tank will be required about every three to four weeks depending on the level of use and liquid evaporation. The
need to add deodorizer liquid will be evident when the odor reappears.

Call WALEX® at 1 800/338-3155 for additional information or questions.

INDUSTRIAL CLEANING & ODOR CONTROL SPECIALIST [@l

For more information about our professional products please
Visit our website: www.walex.com, send us an email at Walex Products Company, Inc.
info@walex.com, or call 800-338-3155 * 910-371-2242.
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lllustration 1

Vacu-Fresh® Pump Filter Plumping Configuration.

PRIMARY SHUT-OFF j

(VACCUM PRESSURE GAUGE )

/

1 [ |
I_I MANWAY

iy —_— SECONDARYSCRUBBER]
— CHECK VALVES

[ VACCUM RELIEF VALVE

PRESSUREVALVE ——

—= |

LVCUFRESH”TANK FILTER j
=

VACCUM PUMP

Call WALEX® at 1 800/338-3155 for additional information or questions.
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For more information about our professional products please

Visit our website: www.walex.com, send us an email at Walex Products Company, Inc.
info@walex.com, or call 800-338-3155 * 910-371-2242.
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lllustration 2

Vacu-Fresh® Pump Filter Installation Overview.
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Call WALEX® at 1 800/338-3155 for additional information or questions.

INDUSTRIAL CLEANING & ODOR CONTROL SPECIALIST

WALEXIE

Walex Products Company, Inc.

For more information about our professional products please
Visit our website: www.walex.com, send us an email at
info@walex.com, or call 800-338-3155 * 910-371-2242.
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DEODORIZER TANK ASSEMBLY DIAGRAM

The Vacu-Fresh® Deodorizer Tanks are designed to accomodate as a universal fit to all pumper truck vacuum
exhaust applications. Although, due to some truck designs, some additional plumbing hardware may be necessary
depending on each individual truck application.

UNIVERSAL MOUNTING PLATEJ

(o o 01 lﬁl

D

[HOSE BARB & CLAMP HOSE BARB&CLAMP]

DRAIN PLUG

Call WALEX® at 1 800/338-3155 for additional information or questions.
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For more information about our professional products please
Visit our website: www.walex.com, send us an email at Walex Products Company, Inc.
info@walex.com, or call 800-338-3155 * 910-371-2242.




